
Yuvarlak Kesit Soğuk Çekme Üretim Toleransları [ h6 -h7 -h8 -h9 -h10 -h13 ]
Round Shape - Cold Rolling Production Tolerances [ h6 -h7 -h8 -h9 -h10 -h13 ]
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ÇAP h6 h7 h8 h9 h10 h11 h13
(MM)

1,00 0 / -0.006 0 / -0.010 0 / -0.014 0 / -0.025 0 / -0.040 0 / -0.060 0 / -0.14

3,00

3,50 0 / -0.006 0 / -0.012 0 / -0.018 0 / -0.030 0 / -0.048 0 / -0.075 0 / -0.14

6,00

6,50 0 / -0.008 0 / -0.015 0 / -0.022 0 / -0.036 0 / -0.058 0 / -0.090 0 / -0.18

1,00

11,00 0 / -0.009 0 / -0.018 0 / -0.018 0 / -0.027 0 / -0.043 0 / -0.070 0 / -0.110

18,00

19,00 0 / -0.011 0 / -0.021 0 / -0.021 0 / -0.033 0 / -0.052 0 / -0.084 0 / -0.130

25,00

26,00 0 / -0.030 0 / -0.021 0 / -0.021 0 / -0.033 0 / -0.052 0 / -0.084 0 / -0.130

30,00

32,00 0 / -0.016 0 / -0.025 0 / -0.025 0 / -0.039 0 / -0.062 0 / -0.100 0 / -0.160

50,00

52,00 0 / -0.030 0 / -0.030 0 / -0.046 0 / -0.074 0 / -0.120 0 / -0.190

80,00

85,00 0 / -0.035 0 / -0.035 0 / -0.054 0 / -0.087 0 / -0.140 0 / -0.220

120,00

125.0 0 / -0.040 0 / -0.040 0 / -0.063 0 / -0.100 0 / -0.160 0 / -0.250

150.0
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